Nota: Sólo se incluyen Citas Tipo A

ARTÍCULO

CITAS
1. Xie, H., The Role of Fiber Type in Performance of their Composites from 3D Orthogonal Woven Preforms, Thesis of Master Science in Graduate Faculty of North Carolina State University (2016).

ARTÍCULO

CITAS

ARTÍCULO

CITAS
ARTÍCULO

CITAS

ARTÍCULO

CITAS


**ARTÍCULO**


**CITAS**


ARTÍCULO

CITAS


ARTÍCULO
R. Flores-Campos, I. Estrada-Guel, M. Miki-Yoshida, R. Martínez-Sanchez, J.M. Herrera-Ramírez,
Microstructure and mechanical properties of 7075 aluminum alloy nanostructured composites

CITAS
电工材料(4), 7-10.
by mechanical alloying followed by hot pressing, Materials Science & Engineering A 595 (2014)
124-130.
68. Ali Shokuhfar, Amin Azimi, Ashkan Zolriasatein, Aliasghar Jafari, Investigation of hardness and
compression behavior of Al/Short glass(fiber) nanocomposite produced by ball milling and hot
Compact of Al–Zn–Mg Nanostructured Alloy by a Semisolid Thermomechanical Processing.
70. M. Adamiak, B. Tomiczek, J. Górka, A. Czupryński, Joining of the AMC composites reinforced
71. M. Yildirim, D. Özyürek, M. Gürü, The Effects of Precipitate Size on the Hardness and Wear
Behaviors of Aged 7075 Aluminum Alloys Produced by Powder Metallurgy Route, Arabian
72. Ma, G., Ding, Y., & Jin, P., Effect of ball milling on microstructure and mechanical properties of
Mg2B2O5w/6061Al matrix composites, Rare Metal Materials and Engineering 45(6) (2016)
1430-1436.
microstructure and properties. Cailiao Rechuli Xuebao/Transactions of Materials and Heat

ARTÍCULO
Ramírez, R. Martínez-Sánchez, Effect of Cr, Mo and Ti on the microstructure and Vickers hardness of

CITAS
74. S. Mahdavi, S.R. Allahkaram, Composition, characteristics and tribological behavior of Cr, Co-Cr
and Co-Cr/TiO2 nano-composite coatings electrodeposited from trivalent chromium based
75. H. Zhao, Y. Zhong and Z. Ma, Effects of indentation depth on micro hardness and scratch
76. X.C. Li, D. Dou, Z.Y. Zheng and J.C. Li, Microstructure and Properties of FeAlCrNiMox High-
2164-2169.

**CITAS**


**CITAS**


**CITAS**


**CITAS**


ARTÍCULO

CITAS

ARTÍCULO

CITAS


113. Madhu Sundaram, M. Balasubramanian, Abrasive jet machining of CFRP, Saveetha University, RMK College of Engineering and Technology, Project 2016.


ARTÍCULO

CITAS


130. 孙晓红, 赵先琼, & 杨大炼. (2013). 基于等维灰色 GM (1, 1) 模型的 2A12 铝板材疲劳寿命预测. 材料导报, 27(22), 147-150.


ARTÍCULO

CITAS


ARTÍCULO


CITAS


ARTÍCULO

CITAS

ARTÍCULO

CITAS

ARTÍCULO

CITAS
ARTÍCULO

CITAS
185. N. Li, J. Xiong, H. Xue, Effect of Wheel Rotating Speed and LiCl Additives on Electrospun Aligned Polyacrylonitrile Nanofiber, Polymer Engineering and Science 51 (2011) 2178-2183.
ARTÍCULO

CITAS

ARTÍCULO

CITAS

ARTÍCULO

CITAS


ARTÍCULO

CITAS


221. F. Adar, The contribution of Raman microscopy to the characterization of nanomaterials, Spectroscopy (Santa Monica) 27(2) (2012).


